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NOTES

1. Refer to “Roadway Standard
Drawings NCDOT"” dated January
2012 and “Standard
Specifications for Roads and
Structures” dated January 2012.

2. Flash beacons 21 and 22
continuously.

3. Beacons 21 and 22 shall flash
concurrently.

4. Reference signing plans for
location of sign®.

LEGEND
PROPOSED EXISTING
O— Traffic Signal Head o—
O— Modified Signal Head N/A
— Sign —
Pedestrian Signal Head
With Push Button & Sign
O Signal Pole o
> Control ler & Cabinet cx7
O Junction Box l
— 2-in Underground Conduit —-—-— —
N/A Rignt of gy @ ————-
— Directional Arrow —>
N/A Guardrail B
®» See Figure 1 ®
New Installation
Prepared in the Offices of: U S 2 9 SEAL
o g,
Near SQACAW%%'
Virginia State Line SIS0
< vz
= 0 SEAL % 2
Division 7 Caswell County Pelhan| = 36833 i3
PLAN DATE: June 2014 REVIEWED BY: :é§7eb ":EYE'N?§$5”i§$><5?
750 N.Gresnfleld Phwy.Garner.NC 27529| PREPARED BY: R, W. Hough | mevieweo gv: AN
<\\\\\ SO REVISIONS INIT. DATE TN
0 20 Ryan W. Hougl 6/25/2014
N — | SERRTORE DATE
1"=20' b $1G. INVENTORY NO. 07-184



https://trust.docusign.com

		2014-06-25T11:36:56-0700
	DocuSign, Inc.
	Digitally verifiable PDF exported from www.docusign.com




